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- Counts up to 10 turns (000-999)
-  Accuracy: ±0.35% of Voltage Ratio
-  Repeatability: ±0.02% or Resolution of Pot
-  High Temp. Black Plastic Housing
- Over the Center Lock (standard)
-  Pot/Dial Combination Available: DC22
-  Numbers increase with clockwise rotation 
 

Series DC27 Precision Digital Turn-Counting Dial
1 1/16" Diameter; 1/8", 1/4", 3mm, 6mm Shaft

Turns Counted: 10
Total Count: 0 to 999
Diameter - 1-1/16"; 
Extension from Panel -1.24"
Operating Temperature -30°C to +85°C
Shaft Size: 1/8", 1/4", 3mm, 6mm

DC27 Digital Precision Turn-Counting Dial

For more information about this 
product, visit our website at:
www.potentiometers.com

Mechanical SpecificationsFeatures

http://www.potentiometer.com/DC27L.cfm


Example Part Number: DC27-1/4-Lock

DC27 1/4 Lock    

Model Lock

Lock  - Lock (standard)
No Lock

Shaft Size

1/8 - 1/8"
1/4 - 1/4"
3mm - 3mm
6mm - 6mm

.23

.12

.35
.04

.078 DIA (NON-TURN PIN)

.90
(RECESS DIA.)

ACCEPTS
1/4" SHAFT

.415

.700
MAX.

1.24±.04

LOCK
SEE POT DWG.

POT NON-TURN PIN

.081 DIA (DIAL PIN HOLE)

MOUNTING HOLE DIAGRAM

SEE POT DRAWING
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1 1/16 
DIA

.85
DIA

DC27 Digital Precision Turn-Counting Dial
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For more information about this product, visit our website at: www.potentiometers.com

 Ordering Information
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