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- Counts up to 10 turns

-  Aluminum Housing; Black Nylon knob

- Large, Easy to Read Numbers

- Panel Thickness: 1/16" to 3/16 

- Over Center Lock Standard

Series MB25 Precision Concentric 
1" Diameter Turn-Counting Dial

Turns Counted: 10 turns maximum

Diameter: 1 inch

Extension from Panel: 1.06 inch

Panel Thickness (max): 3/16 inch

Housing Material: Aluminum

Finish (Housing): Satin, Black

Knob Material: Black Nylon

Numbers: White on Black background

MB25 1" Dia. Concentric Turn-Counting Dial  

For more information about this 
product, visit our website at:
www.potentiometers.com

Features Mechanical Specifications

http://www.potentiometer.com/MB25.cfm
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Lock

Lock (standard)
No Lock

Example Part Number: MBA25-1/4-Lock

MG22 1/4        Lock

Model

MB25 = Satin 
MBA25 = Black

Shaft Diameter

1/8
1/4
6mm

1.02±.04
.375 DIA

Mounting Hole Layout

.093±.005 DIA

.394±.005

LOCK

SET SCREW

BRACKET

DIAL
SET SCREW

SPACER  
(FURNISHED WITH DIAL)

POTENTIOMETER
BRACKET
NUT

PANEL 1/16" to 1/8" THICK
(FOR 3/16" PANEL DO NOT USE SPACER)

1.06±.04

.55
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MF25 1" Dia. Concentric Turn-Counting Dial  

 Ordering Information
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